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Spanning the River Raisin at Monroe
Street, Monroe, Monrce County, Michigan

USGS Monroe, Michigan Quadrangle
UTM: 17.301200.4643170

1927-1929

Michigan State Highway Department,
W.H. Knapp Company

Michigan Department of Transportation
425 Yeat Ottawa, P.0. Box 30050
Lansing, Michigan 48909

Vehicular and Pedestrian Bridge

The Monroe Street Bridge is an sarly
exanple of a reinforced concrete
cantilaever girder bridge, a design
developed in the late 19102 as an
alternative to standard concrete arch
bridge designa. Tha bridge waa a key
component of a major upgrading of the
US-25 (latexr K-125) highway linking
Detroit to Toledo. The builder, the
W.H. Knapp Co., built seversal concrete
bridges in Monroe County in the 1920s.

Thias documentation was undertaken in May.,
1989 in accordance with the Memorandua of
Agreaement by the Federal Highway Admini-
astration, the Michigan Department of
Trenaportation, the Stete Hiatoric
Preaervetion Officer, and the Advisory
Council on Hiatoric Preservation ea a
ritigative messure prior to the
demclition of the bridge.

Dr., Charles K. Hyde, Departrment of
History, Wayne State University
Detroit, Michigan 48202
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PART I: HISTORY OF THE MONROE STREET BRIDGE

Monroe is located at the western end of Lake Erie and
straddles the River Raisin some three miles waast of the
lakeshore. In 1784, Francis Navarre and a group of French-
Canedisna founded the settlement of Frenchtown, downstream
from present-day Monroe and located on the south sids of
the Raisin, so-named bscouse of ths wild grapes the early
French explorers discovered on its banks. Frenchtown was
the mcene of severel bloody battlea in the wars between the
French, English, Indiang, and Americans ending with the War
of 1812, when Indiana alsughtered a number of captives.l

The incorporation of the Village of Monroe in 1817, on
lands south o©f the River Raisin, and the subsagquent growth
of settlements on the north side, created the need for a
bridgs nsar the aite of the present structure. In June,
1819, the county supervisora and the town council awarded
Oliver Johnson and John Anderaon a franchiess to build and
operete a toll bridge for twenty-five yeara. They arected
8 timber covered bridge, which wss destroyed by flood and
replsced by 8n open timber bridge, built jointly by the
City of Monroe (incorporated in 1837) and the county. This
too was destroyed by floods in ths spring of 1878 and was
replaced by the two-span through trusse bridge &till in use
in 1928.2 From the 1850a until the lste 1910a, Monroe had
only two bridgaes to accommodate wagons and automobiles, one
at Monroe Street and a sscond at nearby MNacomb Street. Two
edditionsl vehiculer bridges were built in the lste 1910a.3

Ths iron truas bridge that carried Monroe Street over the
Raisin created a major traffic bottleneck because of its
narrow width and alignment. The iron bridge was 215 feet
long, nearly twenty-four feet wide snd provided s rosdwsy
of about twenty-two feet. It carried two sets 0of trollay
tracks for the Detroit United Railway, which also owned a
trolley barn and slectric generating plant (ca. 1905)
located immediatsly north of the bridge. Becsuse the
bridge was situated about thirty feet east of the line of
Monroe Strest on both sidss of the river, stresetcars and
carse had to vesr sharply immediately before and sfter
crogsing the river. Thse new bridge was only one slement in
a major project that included widening and re-aligning
Monrce Street on both sidea of the river.%
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Although the Monroe Street bridge was a City of Monroe
project, it waa designed by the Michigan S5tate Highway
Department, under the direction of C.A. Melick, the
department’s bridge engineer.S The City of Monroe and the
State of Michigan were propcocaing that the Federal
government designate the Dixie Highway (U.S. Highway 25J,
which inciluded Monroe Street, as a Federal trunk line
highway connecting Detroit and Toledo. It would run
parallel to Telegraph Road (U.S5., Highway 24) and relieve
the congestion on that trunk line. The state highway
engineers designed the bridge to meet federal standardsa to
help qualify the route aa a trunk line highway.®

The Monroe Street Bridge utilized a design which emerged in
the early 19208 aa a popular alternative to the reinforced
concrete arch bridge. The cantilever girder or beam design
utilized curved girders, with each span consaisating of one
or more palr of cantilever arms supported on piers. The
cantilever girder bridge could be conatructed more
economically than an ordinary concrete girder bridge, but
resulted in longer apans, and reaembled an arch bridge in
appearance as wall. The cantilever girder deaign waa
often used where a astandard concrete arch bridge would be
extraordinarily coatly becauae of foundation conditiona.?
Bridge engineers alao recocgnized that in the eyes of the
public at least, arch bridges were aeatheticelly more
pleaaing than girder bridgea,®

One of the firet detailed discusaions of this deaign can be
found in George A. Hool, Reinforced Congrete Construction,
111, Bridges and Culverts (1916). Among the examples that
Hool cited was a 25-span viaduct and a three-span highway
bridge in Cincinnati, along with a three-aspan bridge over
the Rouge River in Wayne County, Michigan, with no
identification of the facility carried.® Nearly ten yeara
later, Engineering News-Record diecussed the building of
three cantilever girder bridges in Michigan and incorrectly
claimed that the Telegraph Road (U5-24) bridge over the
Raisin River in Monroe was the first of this type in
Nichigan.10 By the early 1930s, the uae of rigid-frame
deaign, both in reinforced concrete and atructural ateel,
for short-apan bridges becama cormonplace, neceasitating
book-length studies which treated the theory of rigid-frame
design and provided engineers with the formulas and tables
needed to produce economical designs.ll
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On November 14, 1927, the City of Monroe, with the Michigan
State Highway Department acting as ite agent, awarded the
Monros Streat bridge contract, in the amount of #70,443.55,
to W. H. Knapp Company, identified aa *a Co-partnership, of
Monroae, Michigan." The work was to begin immediately, with
Septembar 1, 1928 es the dete of completion.12

W. H. Knapp Company was a well-established paving and
construction firm with considerasble experience in concrete
work, Walter H. Knapp (i889-1979), born on a farm in Ida,
Michigan, alao in Monroe County, graduated from the
Univeraity of Michigan School of Engineering in 1912 end
founded the W.H. Knapp Company leter that year. His firm
specialized in concrete paving work in Monroe County and
southesat Michigean.l2 Daniel Haaley and E. C. Betz joined
Knapp as partners in 1920 and the firm enjoyed conaiderable
success for the entire decade. In 1928, the

W.H. Knapp Company completed contracts worth more than #1
maillion, more than double ita buaineas in 1927, with three-
quarters of the total from paving work., One sign of the
firm’s prosperity was ita new combination warehouse and
office building on Telegraph Road, opened in 1928 at a cost
of over £27,000, including lend. 14

The Monroe Street bridge project was to proceed as follows:
the existing iron truss bridge would be moved about 20 feet
to the east and placed on temporary supports to allow
continued use by the Detroit United Reilway, automobiles,
and pedesgtrians; the new piers and abutments would be
completed between December, 1927 and May, 1928; the
centrel msection of the new auperstructure would be poured
first (June 1, 1928), followed by the western msection (July
1, 1928>; after the center section had cured for three
weeks, the Daetroit United Railway was to lay new track
acroas the new bridge; the old steel bridge would then be
removed and the esatern section of the new bridge would be
poured (August 10, 1928); and sidewalks and reilings would
be completed in late Auguat, along with the concrete road
aurface, enabling the bridge to open to traffic by the
beginning of September.l5 But high river levels delsyed
this project several months right from the start, cuausing
the State Highway Department to extend the completion date
to April 1, 1929, which the contractor wes atill not able
to meet. 16
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The progress of the bridge construction can bs documented
in detail because the Nonrge Evening News ran periodic
articles on the project and a useful set of conatruction
photographs haa survived. Saveral photographs taken in the
apring of 1928 ahow that Knapp had already moved the ateel
bridge and had bagun casting the concrata footinga and
piers for the new bridge. The work of widening and
straightaning out Monroe Street betwaen Front Strast and
the River Raiain, also done by the W. H. Knapp Company, wasa
begun in the apring of 1928, Buildinga fronting on the
weat side of Monroe betwean Front and the Raisin wersa
either demolished or aubatantislly cut back.17

The erection of falsework for the center section of ths
bridge took about threa weaka and wes a labor-intanaive
operation. The actual concrete pour was complsted on July
i6th, a8 reported by Floyd C. Cramer, tha conatruction
foreman for W.H. Xnapp, and revealed in the contemporary
photographe.l8 The pour waa done continuoualy, using a
concrete mixer which tranaferred the mixed concrete into
ansll cara which ran along trecka asbove the formwork, where
they wera dumped. Unce tha "‘pour'™ had commenced, it had to
ba continucous, as raguirsd by the contract. To insura
against any break in the mixing and pouring of the
concrete, Knapp had a extra concrete mixer in reaerve,l19

Tha iron bridge was still standing and in uae in July,
1928. Knapp ramoved the old bridgs in late Auguat, after
the atreetcar line was moved to the center aection of the
new bridge, By early Septamber, the wastern segment of tha
bridge had been poursd and the contractor was going to
finish ths eastern section.20 At the beginning of
Dacember, Knapp waa putting tha finishing touches on the
bridge, including pouring the last section of railing, on
tha eastarn part of the bridge, and completing the
retsining walla. The dacorstive light atandards, which
would slao aupport the electric trolley wires, were alao
inatalled by then. Ths firm expected that the bridge would
carry traffic by mid-December, 1f good weather prevsiled.21
Thia waas an overly-optimistic projection. The sidewslks
were not finished until March, 1929, with paving astill not
completed at that point.22 1In May, 1929, the City of
Monroe announced ita plans to purchase the Detroit
United Railway property north of the bridge, allowing the
entire Monrpe Street widening project to be completed.Z3
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Once finished, the new bridge waas marked with two cast
bronze plagquea or nameplatesa, each mounted horizontally
on the approach railings at the southeast and northwest
corners of the bridge. The namaeaplates read as follows:

MONROE STREET BRIDGE

No. B3 OF 58-7-3 1927

BUILT BY
CITY OF MONROE

Under the Supervision of
Frank F. Rogers
State Highway Commisaioner

City Commissioners
Denias Dawa, Mayor
Theodore Weiasel - Willism F. Busablon
Frank Daibler - Chsarles E. Curson

Georqe Danz - Arthur Navarre

Contractor, W. H. Knapp Co. Monroe.

The Monroe Street bridge finally opened to traffic on the
morning of July 20, 1928, with formal dedication
ceremonies. The dignitaries present included Monroe Mayor
Denias Dawe, City Engineer Victor Newman, City Attorney J.
C. Lehr, Judge Carl]l Franke of the Monroe County Probate
Court, C.A. Melick, Bridge Engineer for the Michigan State
Highway Department, and J. W. Hannen, editor of Michigan
Roads and Pavements magazine. Thie wss e colorful and
festive occasion for Monroe: *"Floral displays of
chrysantherums and evergreen boughs predominated on the
bridge proper, and with the bunting and flags made up the
scheme of decoration.”"™ Entertainment included a local
gquartet of singers, a soloist, and the Americaen Legion 22-
piece drum and bugle corps. Following several speeches by
the sssembled politiciasna, Mies Clara Catherine Dusablon
cut the tape, and traffic crossed the new span for the
first time.24 The State Highway Department officially
accepted the bridge three days later.2%
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The Monroe Street Bridge has undergone several minor
modifications and one substantial one eince it opened to
traffic in July, 1929. Two paira of octagonal light
atandards, described aa “Sheridan 24 Inch Combined Light
and Trolley Granite Standard with Duplex Bracket and
Paragon Light,“zﬁ were installed on the sidewalk above the
firat and fourth aets of pilers. These were removed at a
much later date, probably in the 19608 and raplaced by a
pair of modern street lights.

A second changae consisted of placing rectangular concrete
flower boxes on the tops of the eight ovarsized pilasters
over the piers, part of the bridge railing. The flower box
contract was let in April, 1948, with inatallation during
the summer of that year.<27 By May, 1989, only five of the
@ight flowar boxes were extant.

More significantly, the bridge structure proper was altered
in the »id-19708 after inepactors found that several of the
archea had gsagged or deflacted to the point that there were
no longer gapa between them, i.e., that the ends of the
archea touched. To stabilize the bridge, tha Michigan
Departmant of Tranaportation filled in the remaining gaps
between the archea with concreta, this altering not only
the appearance of the bridge, but also the way it worked
atructurally,28

Finally, in April, 1984, a concrete block retaining wall
was built behind the abutment at the southwest end of the
bridge, aa part of a downtown Monroe bheautification
project. Schumaker Brothera Operating Engineera completed
this work.29
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I1I. DESCRIPTION OF THE MONROE STREET BRIDGE

The Monroe Street bridge ia a five-span reinforced concrete
cantilever girder structure, resting on reinforced concrete
plera and abutments, which in turn rest on reinforced
concrete footings bullt on bedrock. Overall, it ia 211
faet long, 70 feet wide, providas a roadway 46 feet wide
and two sidewalka, aach 10 feet in width. Each apan
conaists of aix reinforced concrate cantilever girdaeras,
each reating on an opan, pylon-like pier. The bridge alao
featuraa a monurental baluatrated railing, Overall, it is
symmatrical in deaign, but the five apana are not idantical
in dimensiona. The middle apan measuresg 36 feat S inchea
haetween piers, or 43 faet S inches center to center on the
piera. It ie flanked by two apane which mesaure 35 feet 4
inches between piers or 42 feet 4 inches center to center.
The aend spans each measure 32 feet & inches between pilers
and the abutments or 41 feet & inches center to center.

The bridge atructure includes two abutmenta that are
distinctly esyrmetrical. The south abutment ia 86 feet
wide and 7 feet 3 inches long, while the north abutment,
alaoc 86 feet wide, la 30 feet long.

The bridge rests on four aets of six open pylon-like piers
in the River Raisin. Two additional seta of six pilera,
which are not open, are the principel structural elements
of the bridge’s ashutments. The piers, which are & feet
square at the baae, rest on and are atructurally connected
(through steel reinforcing rods) to a solid concrete
footing 3 feet deep, 7 feet wide and &1 feet 9 inchea long,
allowing 4 feet S inches between the baszea of neighboring
plers, aix inchags between the base of the pier and the edge
of the footing, and 2 feat between the base of the outer
plers and the ends of the footing. Each piler, 4 feet wide
at the baae, narrowa to 3 feet in width at the top of the
shaft, and haa & cap 1 foot six inches high and 3 feet S
inches wide. Overall, the pieras measure 11 feat 4 3/4
inches in height. The location of tha atesl reinforcing
rods and the general method of construction can be sesen in
the historic viewa and enginsering drawinga which are part
of this report.
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Each span of the Monroe Street bridge conaists of six
cantilever girders or ribs, which rest on the plers. The
two center ribs, originally designed for the live loads of
noving streetcar trains, are significantly larger than the
other four ribs. The two center ribs are 2 feet 6 inches
wide, whilea the two pair which flank the center ribs are 1
foot & inches in width. These are connected to each other
at the piers with narrow side ribs, while smraller
cantilever ribe support the sidewalka. The riba are also
connacted to aech other via a4 9 1/2 inch thick horizontal
reinforced concrete sleb, creating a masaive monolithic
superetructure. The Michigan State Highway Department gave
the contractor detasiled instructione for erecting the
felesework needed to support the formas thet held the
concrete. The actual roed surfece or wearing surface reats
on top of the monolithic concrete slab and riba, which
comprise the superstructure. The wearing surface, of
reinforced concrete 4 inches thick et the center of the
road end 3 inches thick at the asidewslke, was ceat only
efter the underlying elab waa cleened end weterproofed.30

The balustraded concrete railings stand 3 feet 2 inches in
height from the base to the top. They are interrupted by
large pilastere above each pier and slightly amaller
pilaatere at the abutmente. Each span has four additional
pllasters of intermediate size, with seven epindles
compriging the rest of the balustrade between pilasters,.
All of the pilaaters and apindles have a distinct base,
sheft, and cap. The pier pilesters measure 3 feet long,

1 foot 9 inches wide, and 3 feet 3 1/Z inchea high.
Abutment pilasterse are one foot 11 inchea long, 1 foot 9
inchee wide, and 3 feet 3 1/2 inchesa high. Intermediate
pilaaters are 1 foot 6 inches long, 1 foot 4 incheas wide,
and 3 feet 2 3/4 inchea high. Spindleas are 7 1/2 inches
long, 6 1/2 inchee wide, and 1 foot 9 1/4 inches high.

The rectangular concrete flower boxes, which rest on the
pier pilasters, are 12 inchee high, 32 inches X 17 inchee
at the baee, and 36 inchea X 21 inches at the top beceuee
of a two inch lip. The interior space available for
plenting measured 28 inchee X 13 inches X 10 inchea. They
were originally equipped with 3/4 inch drainpipea. The
rectangular bronze nameplete, with rounded cornera,
mneasures 16 5/8 inchea X 12 7/8 inches X 5/16 inches thick.
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